
Electrolux Shelving System

Stainless steel shelv. comb. 4 shelves
The Electrolux AISI 304 stainless steel shelving combination provides practical, flexible and rational storage 
solutions for the professional caterer. The shelving combination with a depth of 600mm is available with 4 
different widths between 1025mm and 1525mm. All models have 4 flat AISI 304 shelves, 1830mm side 
uprights and a maximum loading capacity up to 600kg (or 400kg when equipped with wheels). 

131163

EASY TO INSTALL
• Complete storage combination 
with 4 shelves and 2 side uprights.
• Stainless steel joints allow easy 
and rapid fixing of the shelves to 
the uprights.
 
EASY TO CLEAN
• Rounded edges and the smooth 
Scotch Brite finish surface allow 
easy cleaning.
• All models comply with the more 
strict international standards for 
hygiene. 

EASY TO USE
• All shelf-edges are U-turned for 
safety.
• AISI 304 meat rail, hooks and 
castors are optional available.
• Loading capacity up to 600kg 
(400kg when equipped with 
wheels).
 
EASY TO MAINTAIN
• The storage combination is 
constructed entirely in AISI 304 
stainless steel to guarantee long 
life in high humidity environments.
• The side uprights have square 
25x25mm legs. 

EASY ON THE ENVIRONMENT
• CFC-free packaging.
• Developed and produced in ISO 
9001 and ISO 14001 certified 
factory.
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Internet: http://www.electrolux.com/foodservice
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Max tot. loading weight for combined shelf on wheels 400 Kg. 400 Kg. 400 Kg. 400 Kg.
Max tot. loading weight for combined shelf on feet 600 Kg. 600 Kg. 600 Kg. 600 Kg.
Netokaal - kg 32.6 36.8 41.5 44

Riiuli materjal/paksus - mm Stainless Steel AISI
304 - Din 1.4301, 1

Stainless Steel AISI
304 - Din 1.4301, 1

Stainless Steel AISI
304 - Din 1.4301, 1

Stainless Steel AISI
304 - Din 1.4301, 1

Riiuli raadius 90° 90° 90° 90°
Välismõõtmed -mm/kõrgus 1830 1830 1830 1830
Välismõõtmed -mm/sügavus 600 600 600 600
Välismõõtmed -mm/laius 1025 1225 1425 1525
Konstruktsioon A - PÕRANDARIIUL A - PÕRANDARIIUL A - PÕRANDARIIUL A - PÕRANDARIIUL
TEHNILISED ANDMED

SM410
131160

SM412
131161

SM414
131162

SM415
131163
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