
900XP

Neutraalsed tööpinnad
The 900XP range is designed to guarantee the highest level of performance, reliability, energy saving, safety 
standards and ergonomic operation. These concepts are reflected throughout the line in its modularity, 
construction and numerous configurations: countertop (on base or table), free-standing, on concrete or 
stainless steel plinth, bridged or cantilever. Thanks to its advanced technology and premium performance, 
900XP is a perfect solution for restaurants as well as large institutions needing high power and high 
productivity. The models detailed in this sheet are 6 ambient worktops, with or without drawer in 200mm, 
400mm and 800mm versions. 

391157

EASY TO INSTALL
• Unit to be easily installed above 
900XP open base models.
•  All top models can be easily 
mounted on refrigerated bases, 
open base cupboards, bridging 
supports or cantilever systems.
 
EASY TO CLEAN
• Worktop in 2 mm, stainless steel.
• Constructed in stainless steel 
with Scotch Brite finish.
• All models have right-angled 
side edges to allow flush fitting 
between units, eliminating gaps 
and dirt traps.

EASY ON THE ENVIRONMENT
• CFC free packaging.
• 98% recyclable by weight.
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Internet: http://www.electrolux.com/foodservice
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VEEKRAANI PIKENDUS 900 LINE 206290 206290 206290 206290 206290 206290
VEEKRAAN/PÜSTAK- PÖÖRDUV TILA 206289 206289 206289 206289 206289 206289
ÜHENDUSKOHA TIHENDAMISE KOMPLEKT 206086 206086 206086 206086 206086 206086
TUULUTUSAVA KATE 800MM 206304 206304
TUULUTUSAVA KATE 400MM 206303 206303
TUULUTUSAVA KATE 200MM 206302 206302
TUGI "SILD" SÜSTEEMILE800 MM 206137 206137 206137 206137 206137 206137
TUGI "SILD" SÜSTEEMILE400 MM 206154 206154 206154 206154
TUGI "SILD" SÜSTEEMILE1600 MM 206141 206141 206141 206141 206141 206141
TUGI "SILD" SÜSTEEMILE1400 MM 206140 206140 206140 206140 206140 206140
TUGI "SILD" SÜSTEEMILE1200 MM 206139 206139 206139 206139 206139 206139
TUGI "SILD" SÜSTEEMILE1000 MM 206138 206138 206138 206138 206138 206138
TÖÖPIND 200MM+VEEKRAAN 900 206378
TÄISMOODULI ÜLARIIUL 800 MM 206184 206184
SUUR KÄETUGI (PORTSJONEERIMISRIIUL)800MM 216186 216186 216186 216186 216186 216186
SUUR KÄETUGI (PORTSJONEERIMISRIIUL)400MM 216185 216185 216185 216185 216185
POOLMOODULI ÜLARIIUL 400 MM 206183 206183
KÜLGMINE KÄETUGI/LAIENDUS-PAR.VAS-900LIN 216044 216044 216044 216044 216044 216044
EESMINE KÄETUGI/LAIENDUS 800 MM 216047 216047 216047 216047 216047 216047
EESMINE KÄETUGI/LAIENDUS 400 MM 216046 216046 216046 216046
EESMINE KÄETUGI/LAIENDUS 1600 MM 216050 216050 216050 216050 216050 216050
EESMINE KÄETUGI/LAIENDUS 1200 MM 216049 216049 216049 216049 216049 216049
2 KÜLJE KATTEPANEELI H=250-D=900-ELUX 216278 216278 216278 216278 216278 216278
LISAVARUSTUS

Netokaal - kg 13 27 44 13 20 44
Sahtlite arv 1 1 1
Välismõõtmed -mm/kõrgus 250 250 250 250 250 250
Välismõõtmed -mm/sügavus 930 930 930 930 930 930
Välismõõtmed -mm/laius 200 400 800 200 400 800

Konfiguratsioon Ühelt poolt
kasutatav
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TEHNILISED ANDMED
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